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(57) Abstract: The invention relates to a device and a method for controlling the operation of an electronic wheel unit (2) that is 
allocated to a vehicle wheel (I). Said method comprises the following steps: recording of data relating to the operating condition of 
the wheel (1) using at least one condition recording unit (3) and/or recording of data relating to the energy that is currently available 
to the electronic wheel unit by means of a generator (5) and/or an energy accumulator device (6) using at least one energy recording 
unit (4, 4*); and controlling the operation of the electronic wheel unit (2) and the defined energy consumption of the electronic wheel 
unit (2) in accordance with the data that has been recorded by the condition recording unit(s) (3) and/or the energy recording unit(s) 
(4, 4*) using a central control unit (9) that is connected to the condition recording unit(s) (3) and/or the energy recording unit(s) (4, 
40. 
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VeroITentlicht; 

— mit internationalem Recherchenbericht 



Zur Erklarung der Zweibuchstaben- Codes und der anderen Ab- 
kiirzungen wird auf die Erklarungen ("Guidance Notes on Co- 
des and Abbreviations") am Anfang jeder reguldren Ausgabe der 
HCr-Gazetie verwiesen. 



(57) Zusammenfassung: Die vorliegende Erfindung betrifft eine Vorrichtung und ein Verfahren znr Sieuerung des Belriebes einer 
cincm Fahrzeugiad (1) zugcordnetcn clcklronischcn Radcinhcil (2) mil folgcndcn Vcrfahrcnsschrilten: Erfassen von Datcn bcziig- 
lich des Betriebszustandes des Rads ( I) mittels mindesiens einer Zuslandserfassungseinrichtung (3) und/oder Erfassen von Daien 
bezUglich derderelektronischen Radeinheil (2) augenblickiich durch einen Generator (5) und/oder einer Energiespeichereinrichtung 
(6) zur Vcrfiigung stehcndcn Encrgie miucls mindestens einer Encrgiccrfassungscinrichtung (4, 4J t und Steucrn des Bctricbcs der 
elektronischen Radeinheit (2) und des dadurch festgelegten Energieverbrauchs der elektronischen Radeinheit (2) in Abhangigkeit 
der durch die mindestens eine Zuslandserfassungseinrichtung (3) und/oder die mindestens eine Eneqgieerfassungseinrichtung (4, 4') 
crfasstcn Datcn mitlcls cincr mil der mindestens cincn Zuslandserfassungseinrichtung (3) und/oder der mindesiens cinen Encrgiccr- 
fassungseinrichtung (4, 4') verbundenen zenlralen Steuereinheit (9). 



